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MOTION

If payload needs support
in all directions:

If payload is guided and
only needs push/pull:

LINEAR
ACTUATORS

A motor only (no driving rod):

MOTORS

If error motion or size are important:

MINIATURE

ROTATION STAGES

For most applications:

STANDARD

ROTATION STAGES

Horizontal stage:

Vertical lifting platform (<1kg, <20 mm):

Vertical stage (<500g, 10Omm):

Speed and direction control only:

XLA Open-Loop

With position feedback:

XLA Closed-Loop

Speed and direction control only:

XRT-A

XRT-U

- 5 precision levels in 8 lengths
- 1N or 3N force
- non-magnetic version
- HV and UHV version

- 5 precision levels in 1 model
- non-magnetic version
- HV and UHV version

- 5 precision levels in 8 lengths

- 1N or 3N force
- non-magnetic version
- HV and UHV version
- Optional mass compensation

- Any rod length
- 1N or 3N force
- End switches
- Integrated controller

- 3 Precision levels
- Any rod length
- 1IN or 3N force
- External controller needed

- Customer glues ceramic strip
directly onto payload
- Integrated controller
- IN or 3N force

- Active compensation option for perfect
error motion
- 4 precision levels in 1 diameter
- non-magnetic version
- HV and UHV version

- 4 precision levels
- 3diameters
- non-magnetic version
- HV and UHV version

Single axis:

Single axis:

Single axis:

Single axis:

Single axis:

Single axis:

Up to 6 axis:

Up to 6 axis:

Up to 6 axis:

Up to 6 axis:

Up to 6 axis:

Up to 12 axis:

Up to 12 axis:

Up to 12 axis:

Up to 12 axis:

Up to 12 axis:




